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16'—0"

MAX.

_— T-POST ~ TYP

6'—0" MIN

"FENCE FLAG" ~ TYP

10"

\ SMOOTH TWIST

.“7 WIRE ~ TYP
EXISTING GRADE
SARANAT NSNS
2 \//\\\//\\//\\ N //\\/\\/x\/ ¥z
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U RV L U
3 STRAND LINE FENCE
NOTES:
1. STEEL TEE POSTS SHALL BE HEAVY DUTY WEIGHT, 1.33f GREEN WITH WHITE TOP, MINIMUM OF
6'—0" LENGTH. ALL POSTS SHALL BE DRIVEN TO A MINIMUM DEPTH OF 16”. IF DEPTH CANNOT BE
REACHED DUE TO GROUND CONDITION USE METHOD APPROVED BY ENGINEER, SEE SPECIFICATIONS.
2. SMOOTH TWIST WIRE SHALL BE 12 1/2 GA., BARBLESS, SMOOTH TWISTED WIRE, SEE SPECIFICATIONS.
4. WIRE CLAMPS TO ATTACH BARB WIRE TO STEEL POSTS SHALL BE GALV. 11 GA. WIRE.
VARIES

6'—0" MIN

TIE OFF WIRE EACH

DIRECTION WITH MINIMUM 8" MAX.

5 WRAPS ON THIS POST. ~ TYP.

SEE SITE PLAN AND LINE
FENCE DETAILS FOR
NUMBER AND TYPE OF WIRE —\A

TYP.

WIRE STAY ~ TYP.

TIE CROSSING WIRES WITH
2 WRAPS TO THIS POST ~ TYP.

TIE OFF LINE FENCE WIRE
WITH MINIMUM 5 WRAPS
TO THIS POST ~ TYP.

SEE END BRACE DETALL
S oN THIS SHEET, (SIMILAR—

- \ EXCEPT WHERE NOTED)

Y,

NN

< :

Iz O
T 20

K

POSITION OF CABLE ON
POST SHALL BE FIXED WITH
POWDER ACTUATED NAIL ~ TYP:

BATTEN ~ WP@

SCALE: 37|5 =1-0
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BLOCK ~ TYP.
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| |
| |
"FENCE FLAG" ~ TYP
£
) X X X X X X X X X X —
©
. X X X X X X X X X X —
E‘\l (o]
o
o
A
i LN A X NSNS L
; NI NONININ
- NG
u N2 U
NOTES:
1. STEEL T POST SHALL BE HEAVY DUTY WEIGHT, 1.33 LBS PER FOOT, GREEN WITH WHITE TOP, MINIMUM OF
6'—0" LENGTH, ALL STEEL POSTS SHALL BE DRIVEN TO A DEPTH OF 18”. IF DEPTH CANNOT BE REACHED
DUE TO GROUND CONDITIONS, USE METHODS APPROVED BY ENGINEER.
2. SMOOTH TWIST WIRE SHALL BE 12 1/2 GA. BARBLESS, SMOOTH TWISTED WIRE. CLASS 3 GALV.
3. BARB WIRE SHALL BE CLASS 3 GALV. 12 1/2 GA, 4 POINT 14 GA. BARBED, WITH BARBS SPACED AT 5.
4. WIRE CLAMPS TO ATTACH BARB WIRE TO STEEL POSTS SHALL BE GALV. 11 GA. WIRE.
NAIL TO WOOD SUPPORT HORIZONTAL 2x4
WITH GALVANIZED BOX NALL D S & LONG
/—STAPLE
®

\1 /4"® GALV. STEEL WIRE ROPE,
W/THIMBLE & (2) WIRE ROPE
CLAMPS W/GALV. STEEL TURNBUCKLE

VERTICAL 1x4 WOOD BATTEN
SPACED WITH 8" BETWEEN,
EACH BATTEN LENGTH CUSTOM
TO PREVENT CATTLE ACCESS

VERTICAL BATTENS TO BE CUT TO LENGTH

SCALE: 3" = 1-0 <E|E>
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SEE SITE PLAN AND LINE
FENCE DETAILS FOR NUMBER
AND TYPE OF WIRE

CAST STEEL
GALV. POST CAP

CONCRETE FOOTING
BLOCK ~ TYP.

1-5/8" 0.D. GALV.
SMOOTH TWIST WIRE STEEL PIPE ~ TYP.
GALV. STEEL ~ TYP.

2-0" x 1"'-2"¢
CONCRETE
POST FOOTING

NOTE:

SEE TWO WAY STRETCH BRACE DRAWING FOR
CONSTRUCTION DETAILS (SIMILAR).

END, GATE, OR

CAST STEEL
GALV. POST CAP

PULL POST 2-3/8" 0.D. GALV.
STEEL PIPE SPACED @ 1320" MAX.

AST STEEL
GALV. POST CAP

HEAVY DUTY

BRACE BAND

GALV. STEEL ~ TYP. SEE SITE PLAN AND LINE
FENCE DETAILS FOR NUMBER

BRACE RAIL, AND TYPE OF WIRE

1-5/8" 0.D.

GALV. STEEL PIPE

— / APPROX. 7'=6" ~ TYP.

\ X Y X X
X X X

T X X X X X X X
_\
S v,
‘ 12 RAIL END WITH 12
~ LUG ~ TYP. TIE OFF WIRE, 5 WRAPS, y_a' sa .
7 EACH DIRECTION AT PULL 7 Lle
POST ~ TYP. F. r
EXISTING GRADE | |
Il \
X 4 k XK
\\ \ © \ Q -
\//\\ N X\/ H TAPERED CONCRETE ~//\// X ]
.|/ PposT FooTiNG \¢ s : oo
L 1 AN L T
7 . ’ EMBED BRACE S,
o 7 ERE RAIL 12" MIN. ~ TYP. ¢
. Rt
o CONCRETE FOOTING
o . BLOCK ~ TYP.
‘ ‘A‘ <
5'—9” + 1'-6" SQ
! TYP.
1'=2"9
160" |
! CAST STEEL
GALV. POST CAP

END, GATE, OR
CORNER POST 2-3/8"

0.D.GALV. STEEL PIPE \

CORNER POST 2-3/8" HEANY DUTY
il ODGALV. STEEL PIPE x SEE SITE_PLAN AND LINE BRACE BAND | Y
HEAVY DUTY GALV. " » FENCE DETAILS FOR NUMBER
STEEL BRACE /— FENCE FLAG" ~ TYP AND TYPE OF WIRE CALV. STEEL _\ L
SEE SITE_PLAN AND LINE BAND ~ TYP
FENCE DETAILS FOR NUMBER WELD BRACE RAIL yg%iﬂéﬁ% RPA/L';NI
AND TYPE OF WIRE TO RAIL END, PAINT W/ GALV. PAINT
A W/ GALV. PAINT o
T X X X X X X X X X _RAIL END :
WITH LUG N
X X X X X X X X N_RAIL END WITH X X X X X X x X TIE OFF WIRE WITH T
/ LG ~ TYP MIN. 5 WRAPS ~ TYP. D
X X X X / X X X X \V < o .
)
BRACE RAIL !
U 12 Z Yog s 12 . N
. . 5 -4" sQ 1-5/8" 0.D.
FENCE FLAG" ~ TYP 7 A TIE OFF WIRE "3 7 GALV. STEEL PIPE 10
BRACE RAIL WITH MIN. 5 LA
Ll 1—5/8" 0.D. WRAPS ~ TYP EXISTING GRADE APPROX. 7°-6 1]
GALV. STEEL PIPE -
( J APPROX. 7'—6" . 1 /X//\//\//\//\ A ©
1 e N B
I NS TE X <\(\/\\/ RIE
: IR R e RO A NI S I
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| \\/\\ | = CONCRETE FOOTING BLOCK ORI NG |
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1'-6" SQ 5'-9"+
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END, GATE, OR
BRACE ALTERNATIVE END, GATE, OR
NOTES: SCALE: 3/4" = 1-0
1. IF THE LINE POST DESIGN DEPTH CANNOT BE OBTAINED BY CONVENTIONAL DRIVING DUE TO EXISTING NOTES:
SOIL/ROCK CONDITIONS, THE POST HOLE SHALL BE DRILLED TO ACHIEVE 16" EMBEDMENT AND THE POST
INSTALLED WITH THE BRACE PLATE REMOVED. THESE LOCATIONS ARE TO BE AS DIRECTED AND/OR APPROVED 1. SEE END, GATE, OR BRACE ALTERNATIVE DETAIL WHEN DEPTH OF
BY ENGINEER. TEE POSTS RECEIVING A DRILLED HOLE SHALL HAVE THEIR BRACE PLATE SECURELY WIRED TO POSTS CANT BE MET.
THE SIDE OF THE TEE POST ABOVE GROUND TO MARK IT AS ONE WITH A DRILLED HOLE. 2. HEAVY DUTY BRACE BAND SHALL BE FIXED IN PLACE WITH ONE 0.27
2. IF THE BRACE FOUNDATIONS CANNOT BE DUG CONVENTIONALLY DUE TO BEDROCK, A 3" HOLE FOR THE CALIBER POWDER ACTUATED NAIL OR 1/4” SELF—TAPPING SCREW.
STRETCH POST SHALL BE DRILLED TO A DEPTH OF AT LEAST 24" INTO THE ROCK AND THE POST BE
GROUTED WITH A THIN FLOWABLE GROUT. AN IDENTICAL HOLE FOR A POST TO RECEIVE THE LOWER END OF 3. g%ﬂ“gL‘nggRW;%agE'; i'gu:?zsg S::_L'b'fﬁ F"*KE[;E:?: ”T';\A;:PﬁNg’”;‘Cé’E'LE
THE BRACE RAIL SHALL ALSO BE DRILLED, AND 2—3/8" POST GROUTED IN. THE BRACE RAIL SHALL RECENE - / - -
A BRACE BAND AND END LUG ON EACH END. WELD THE BRACE RAIL TO THE RAIL END AND PAINT. THE
BRACE ASSEMBLY SHALL BE TIGHT AND RIGID.
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T-POST
L v

SEE SITE PLAN AND LINE
FENCE DETAILS FOR
NUMBER AND TYPE OF WIRE

BURY 75LB ROCK OR TEE POST
DRIVEN FLUSH WITH GROUND,
TIE WITH 9 GA. WIRE TO FENCE WIRES

HOLD—DOWN DETAIL

NOTE:

INSTALL HOLD—DOWNS AS NECESSARY
TO MAINTAIN WIRE-TO—GROUND SPACING

"FENCE FLAG” ~ TYP ~3 X X

DROP GATE
/ POST ~ TYI

P

00D GATE
STAY ~ TYP
/— BARB WIRE ~ TYP
- - -

WIRE LOOP ~ TYP. SEE SITE PLAN AND LINE

FENCE DETAILS FOR NUMBER
AND TYPE OF WIRE
GATE BRACE ~ TYP

X

X X

X

X X

X— =< X (D
X

EXISTING GRADE

\

NSNS

NG

G
NN

/~</
B

\— SMOOTH TWIST WIRE

DROP _GATE

NOTES:

1.

GATE SHALL BE 16°—0” IN WIDTH AND SHALL HAVE THREE PRESSURE TREATED
2x4 VERTICAL STAYS AT 1/4 POINTS ALONG GATE. THE DROP POSTS LOCATED
AT EACH END SHALL BE 3” — 4" WOOD POSTS CUT TO A LENGTH OF 4'-4".
WIRE LOOPS CONSTRUCTED OF 11 GAUGE GALVANIZED BRACE WIRE AND LOOPED
AROUND END BRACE POSTS TO FACILITATE CLOSURE OF THE GATE. SPACING OF
THE LONGITUDINAL WIRES SHALL BE THE SAME AS THE LINE FENCE.

WOOD STAYS SHALL BE PRESERVATIVE PRESSURE TREATED AND STAPLED WITH 9

GAUGE x 1—1/2" LONG GALVANIZED STAPLES.

4. GATE POSTS AND BRACE SHALL BE USED FOR PANEL GATES ALSO.

16’—0" OR 18'—0" GATE

GATE BRACE ~ TYP

CHAIN AND LOCK
PROVIDED BY OTHERS

SEE SITE PLAN AND LINE
FENCE DETAILS FOR NUMBER
AND TYPE OF WIRE

"FENCE FLAG" ~ TYP [ /

A

A
A
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N

PANEL GATE
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